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2. Where adjacent sign panels are

Number
Length of befur‘e Spacing
of Panel|Fixtures|(Mi I I imeters)
Weter) | (Eachy | See Notes
1.5 750
1.8 900
2.1 1050
2.4 1200
2.7 1350
3 | 1500
3.4 1650
3.7 1850
4 2000
4.3 2150
4.6 2300
4.9 2450
5.2 1300:2600
5.5 1360:2780
5.8 1440:2920
6.1 1520:3060
6.4 1600:3200
6.7 1670:3360
7 1750:3500
7.3 2 1820:3660
7.6 1900:3800
8 2000:4000
8.2 2050:4100
8.5 2120:4260
8.8 2200:4400
9.2 2300:4600
9.5 2370:4750
9.8 2450:4900
10.1 1680:3370
10.4 1730:3470
10.7 1780:3570
11 1830:3670
11.3 1880:3770
11.6 1930: 3870
11.9 1980: 3970
12.2 3 2030:4070
12.5 2080:4170
12.8 2130:4270
13.1 2180:4370
13.4 2230:4470
13.7 2280:4570
14 2330:4670
14.3 2380:4770
14.6 2430:4870
15 1890: 3740
15.3 1920:3820
15.6 1950: 3900
15.9 1980:3980
16.2 2010:4060
16.5 2070:4120
16.8 4 2100:4200
17.1 2160:4260
17.4 2190:4340
17.7 225014400
18 2280:4480
18.3 2280:4580
18.6 2310:4660
18.9 2340:4740
19.2 2400:4800
19.5 2430:4880

Safety railing
(shown in

“'raised” position) —_ | u[—’_//\

To lighting fixture. See
“Conduit Entrance Detail”. ~\

Conduit fitting

2IC, Type 4 conduit //;

Secure conduit to [
walkway grating 10 mm lock washer J)
with Galv' clamps (A per fixture) /|

structure \_/

LSTrcﬂghT Type 4
conduit connector

All bolts, nuts, washers and other hardware

shall be SAE Grade 5 and cadmium-plated. 10 mm washer (4 per fixture)-

\ O\

10 mm @ x 25 mm bolt (4 per fixture)
10 mm washer (4 per fixture)
10 mm Lock washer (4 per fixture)
S 10 mm & nut (4 per fixture)

Fixture mounting plate (1 per fixture)
(See detail this sheet).

—10 mm @ x 40 mm bolt (4 per fixture)

\ - Steel clampmg nut - grooved and serrated
\ for use in 42 mm wide mounting channel

\ (4 per fixture)

\ Retaining spring (4 per fixture)

LIGHTING FIXTURE MOUNTING DETAIL (TYPICAL)

NOTES

Hole in fixture tapped for

. The first number listed is the
dimension from the edge of
the sign panel to the center
of the end-most fixture. The
second number listed is the
dimension between centers of
successive fixtures.

2IC fitting

21C-45° Type 4
conduit connector

spaced 300 mm or less the
combination of these panels
(and spaces) shall be considered
a single panel.

3. Physical configuration and

mounﬁng details may vary from
what is shown.

CONDUIT ENTRANCE DETAIL
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SIGN ILLUMINATION FIXTURE MOUNTING PLATE (TYPICAL)

TOP_VIEW SIDE VIEW

oMaterial: 3.42 mm hot-dip galvanized sheet steel after fabrication.
oLeft side is symmetrical with right side.

Type |, 2IC Min

)
2IC, Type “T” conduit =
fitting with gasketed
cover plate.

(2IC x 2IC x 2IC ’i‘

“T” conduit fitting with -~
gasketed cover plate) —

Conduit clamped to sign-—

structure “I” beams wifh\
8 mm “U" bolts
—

Walkway grating—————

Cap the conduit at the first
support past the last fixtur
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